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TOWN OF NEWBURGH 

PLANNING BOARD 
TECHNICAL REVIEW COMMENTS 

 
PROJECT NAME:  GARDNER RIDGE 
PROJECT NO.:   2-29 
PROJECT LOCATION:  GARDNERTOWN ROAD NEAR GIDNEY AVENUE 
    SECTION 75, BLOCK 1, LOT 4.12 
REVIEW DATE:   28 JULY 2023 
MEETING DATE:  3 AUGUST 2023 
PROJECT REPRESENTATIVE: DARREN DOCE, P.E. 
 

1. Compliance with the Town of Newburgh Code, Section 172 Tree Preservation must be 
documented.  A Tree Preservation Plan in compliance with the code must be submitted. 
 

2. Response to the Highway Superintendents recently issued comments should be addressed.  
Sign-off from the Highway Superintendent regarding the Gardnertown Road and Creek Run 
Road modifications should be provided. 
 

3. Comments from Dominic Cordisco should be received regarding the requirement to re-submit 
to County Planning for the revised access points. 
 

4. Comments from Dominic Cordisco regarding the circulation of the revised Full Environmental 
Assessment Form submitted should be received.  Revised long form dated 5 June 2022 has been 
provided.   
 

5. Health Department approval for the water main extensions with hydrants is required. 
 

6. A Flood Plain Development Permit is required for construction of the proposed stormwater 
improvements within the 100 Year Flood Plain near Gardnertown Road. 
 

7. The access gates should be depicted at the emergency access road.  Coordination of access 
would be Jurisdictional Emergency Services should be undertaken. 
 

8. Updated Town of Newburgh water and sewer system notes must be added to the plans. Copies 
attached. 
 

9. A Stormwater Facilities Maintenance Agreement will be required to be executed and filed. 
 

10. The drainage pipe crossing between Sanitary Manhole #4 and #5 is not depicted in profile. 
 

11. Sanitary sewer profile between Manholes #10 and #12 identifies HDPE pipe while all others 
identify PVC pipe. 
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12. Label pipe size from newly proposed bio-retention area to outlet Catch Basin D3 to FES. 

 
13. Outlet Structure #1 is not depicted on the Drainage Plans.  Size of pipe from the large bio-

detention pond from CB-CS is not depicted. 
 

14. Emergency spill way should be provided for the extended detention basin. 
 

15. Show all pipe crossings on the sanitary sewer profiles. 
 

16. The outlet on Catch Basin CB3 is incomplete. 
 

17. Show fencing of all stormwater management Facilities which contain permanent water bodies. 
 

18. Address restricting access along the detention pond maintenance road which follows the 
sanitary sewer. 
 

19. Label the pipe to the north of the Senior Apartments which bypasses the wetland areas. 
 

20. Proposed bio-retention area north of the Senior Complex should have design details. 
 

21. Sewer line to the rear of buildings #1 and 2 should have rims and inverts. 
 

22. The Planning Boards attention is called to the proposed rip rap slope, stabilization proposed 
along Gardnertown Road. 

 
 

Respectfully submitted, 
 
MHE Engineering, D.P.C. 
 

 
Patrick J. Hines 
Principal 
 
PJH/kbw 
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  TOWN OF NEWBURGH 
WATER SYSTEM NOTES FOR SITE PLANS 

 
1. “Construction of potable water utilities and connection to the Town of 

Newburgh water system requires a permit from the Town of Newburgh 
Water Department.  All work and materials shall conform to the 
requirements of the NYSDOH and the Town of Newburgh.” 

 
2. All water service lines four (4) inches and larger in diameter shall be cement 

lined class 52 ductile iron pipe conforming to ANSI\AWWA C151\A21.51 for 
Ductile Iron Pipe, latest revision.  Joints shall be either push-on or mechanical 
joint as required. 

 
3. Thrust restraint of the pipe shall be through the use of joint restraint.  Thrust 

blocks are not acceptable.  Joint restraint shall be through the use of 
mechanical joint pipe with retainer glands.  All fittings and valves shall also 
be installed with retainer glands for joint restraint.  Retainer glands shall be 
EBBA Iron Megalug Series 1100 or approved equal.  The use of a 
manufactured restrained joint pipe is acceptable with prior approval of the 
Water Department. 

 
4. All fittings shall be cast iron or ductile iron, mechanical joint, class 250 and 

conform to ANSI\AWWA C110\A21.10 for Ductile and Gray Iron Fittings or 
ANSI\AWWA C153\A21.53 for Ductile Iron Compact Fittings, latest revision. 

 
5. All valves 4 to 12 inches shall be Resilient Wedge Gate Valves conforming to 

ANSI\AWWA C509 such as Mueller Model A-2360-23 or approved equal.  All 
gate valves shall open left (counterclockwise). 

 
6. Tapping sleeve shall be mechanical joint such as Mueller H-615 or equal.  

Tapping valves 4 to 12 inches shall be Resilient Wedge Gate Valves 
conforming to ANSI\AWWA C509 such as Mueller Model T-2360-19 or 
approved equal.  All tapping sleeves and valves shall be tested to 150 psi 
minimum; testing of the tapping sleeve and valve must be witnessed and 
accepted by the Town of Newburgh Water Department prior to cutting into 
the pipe. 
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          TOWN OF NEWBURGH 
WATER SYSTEM NOTES FOR SITE PLANS 

 
 

 
 

 
7. All hydrants shall be Clow-Eddy F-2640 conforming to AWWA Standard C-

502, latest revision.  All hydrants shall include a 5 ¼ inch main valve opening, 
two 2 ½ inch diameter NPT hose nozzles, one 4 inch NPT steamer nozzle, a 6 
inch diameter inlet connection and a 1 ½ inch pentagon operating nut.  All 
hydrants shall open left (counter-clockwise).  Hydrants on mains to be 
dedicated to the Town shall be Equipment Yellow.  Hydrants located on 
private property shall be Red. 
 

8. All water service lines two (2) inches in diameter and smaller shall be type K 
copper tubing.  Corporation stops shall be Mueller H-15020N for ¾ and 1 
inch, Mueller H-15000N or B-25000N for 1 ½ and 2 inch sizes.  Curb valves 
shall be Mueller H-1502-2N for ¾ and 1 inch and Mueller B-25204N for 1 ½ 
and 2 inch sizes.  Curb boxes shall be Mueller H-10314N for ¾ and 1 inch and 
Mueller H-10310N for 1 ½ and 2 inch sizes. 

 
9. All pipe installation shall be subject to inspection by the Town of Newburgh 

Water Department.  The contractor shall be responsible for coordinating all 
inspections as required with the Town of Newburgh Water Department. 

 
10. The water main shall be tested, disinfected and flushed in accordance with 

the Town of Newburgh requirements.  All testing, disinfection and flushing 
shall be coordinated with the Town of Newburgh Water Department.  Prior 
to putting the water main in service satisfactory sanitary results from a 
certified lab must be submitted to the Town of Newburgh Water 
Department.  The test samples must be collected by a representative of the 
testing laboratory and witnessed by the Water Department. 

 
11. The final layout of the proposed water and/or sewer connection, including all 

materials, size and location of service and all appurtenances, is subject to the 
review and approval of the Town of Newburgh Water and/or Sewer 
Department.  No permits shall be issued for a water and/or sewer connection 
until a final layout is approved by the respective Department. 
 



TOWN SEWER SYSTEM NOTES 
 

 
1. Construction of sanitary sewer facilities and connection to the Town of 
 Newburgh sanitary sewer system requires a permit from the  Town of Newburgh 
 Sewer Department.  All construction shall conform to the requirements of the 
 NYSDEC and the Town of  Newburgh. 
 
 
2. All sewer pipe installation shall be subject to inspection by the Town of 
 Newburgh Sewer Department. The Contractor shall be responsible for 
 coordinating all inspections as required with the Town of Newburgh Sewer 
 Department. 
 
 
3. All gravity sanitary sewer service lines shall be 4 inches in diameter or larger and 
 shall be SDR-35 PVC pipe conforming to ASTM D-3034-89.  Joints shall be 
 push-on with elastomeric ring gasket conforming ASTM D-3212.  Fittings shall 
 be as manufactured by the pipe supplier or equal and shall have a bell and spigot 
 configuration compatible with the pipe. 
 
 
4. The sewer main shall be tested in accordance with Town of  Newburgh 
 requirements.  All testing shall be coordinated with the Town of Newburgh Sewer 
 Department. 
 
 
5. The final layout of the proposed water and/or sewer connection, including all 
 materials, size and location of service and all appurtenances, is subject to the 
 review and approval of the Town of Newburgh Water and/or Sewer Department.  
 No permits shall be issued for a water and/or sewer connection until a final layout 
 is approved by the respective Department. 


















































